
3/8"
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1.00"
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Keyhole slots spaced at 4" on 
center; adjust as needed to 
suit your application  

4.00"
(101.6mm)

3.03"
(76.96mm)

2.790"
(70.87mm)

Position The Gig’s neck rest hole 
pattern to suit your application; 
fasten in place with wood screws 

1.00"
(25.4mm)

3/8" Square T slot nut
(9.53mm)

Plastic thumb screw

3/4" 
(19.05mm)

Baltic Birch Plywood
Board shown as 18" x 36" x 3/4"  
size to suit your application 

Widen slot in The Gig’s 
body clamps slightly to �t 
shank of thumb screw 

Keyhole end of slots to allow
square nut to be inserted
from above

1/8"
(3.18mm) 

5/32"
(3.97mm)

Hardware List:
(6) Rubber feet 1" x 1/2" ht for 
      #12 screw
(6) #12 x 3/4" screw for rubber feet 
(4) #8 x 3/4" screw for neck rest
(2) #10 washer for thumb screw
(2) 10-32 x 7/8" thumb screw
(2) 10-32 x 3/8" square T slot nut

Router and Drill Bits:
3/8" keyhole bit
1/2" drill bit
1/8" drill bit
5/32" drill bit

Pilot holes for 
The Gig’s neck 
rest feet x4 

Pilot holes for rubber 
feet x6 

1/2"
(12.7mm)

3/8"
(9.53mm)

13/64"
(5.16mm)

Rubber feet screw 
in from bottom of 
board

2.00"
(50.8mm)

7.00"
(177.8mm)

13/64"
(5.16mm)

 

3/8"
(9.53mm)


